GROB G-115-A

PRE START & START CHECKS

Passenger Safety Briefing
Complete

Seat Belts
Fastened

Canopy
Locked

Controls
Checked

Circuit Breakers
Checked In

Brakes
On

Fuel Selector
On

Carb Heat
Cold

Mixture
Rich

Master Switch
On

Avionics Master
On

Start Clearance
Obtained

Avionics Master
Off

Anti-Collision Beacon
On
Fuel Pump
On/Check Pressure

Throttle
Prime & Set

Area
Clear

Ignition
Start (10 Secs Max)


AFTER START CHECKS

Throttle
Set 1000 rpm

Oil Pressure
Rising

Alternator
Charging

Fuel Pump
Off

Navigation Lights
As Required

Flaps
Retract

Avionics Master Switch
On

Radios & Navaids
On & Freq Set
Heading Indicator
Set

Eng Start Time
Noted

TAXI CHECKS

Brakes
Off/Test

Instruments
Check During Taxi

ENGINE POWER CHECKS
Brakes
On
Fuel Selector
On

Oil Temperature
In Yellow Sector

Throttle
Set 2000 rpm

Engine Gauges
Check
Heading Indicator
Set

Vacuum Gauge
Check

Magnetos    125/50 Both.............................Check

Carb Heat
On & Check

Throttle
To Idle, Carb Heat On

Carb Heat
Off

Throttle
Set 1000 rpm
PRE TAKE-OFF CHECKS
Canopy / Belts
Secure

Controls
Full & Free

Flaps
Set For Take-Off
Trim
Set For Take-Off

Fuel Pump
On
Carb Heat
Cold

Mixture
Rich

Transponder
To ALT (if dep circuit)

Altimeter 1
Local QNH Set

Altimeter 2
Local QFE Set

Fuel Timer
Set & Start
Landing Light
On

Takeoff Safety Briefing
Complete

Brakes
Off

Take Off Time
Noted (if dep circuit)

RUNWAY LINEUP CHECKS
Heading Indicator
Check Runway

Footbrakes
Released
Throttle
Full

Engine Ts & Ps
Indications Normal

DURING TAKE OFF ROLL
Airspeed Indicator
Alive

Engine Ts & Ps
Indications Normal

Aircraft Acceleration
Normal

AFTER TAKE-OFF (300 feet AGL)

Flaps
Retract

AFTER TAKE-OFF

Throttle
Set

Fuel Pump
Off Above 800 ft

Landing Light
Off

Engine Ts & Ps
Indications Normal

HASELL CHECKS
H  Height
Sufficient for Recovery

A  Airframe
Configured Correctly

S  Security
Harnesses, Loose Items

E  Engine
Ts & Ps

L  Location
Clear of Built-Up Areas

L  LOOKOUT
For Other Traffic
NORMAL CHECKLIST Version 6
CRUISE CHECKS
F  Fuel
On & Check Timer

R  Radios
On / Freq Set

E  Engine
Ts & Ps / Carb Heat

D  Direction Indicator
Check

A  Altimeter
Set to local QNH

DESCENT CHECKS (5 Miles to Airfield)
Mixture
Rich

Fuel Pump
On
Landing Light
On

Radios / Navaids
Frequency Set

Altimeters
(No 1) QNH (No 2) QFE

Airport Info Chart
Checked

DOWNWIND CHECKS
B  Brakes (Pressure checked)........................Off

U  Undercarriage
Down

M Mixture
Rich

P   Pitch..........................................................  Fine

C  Carb Heat (checked operational).............. Off 

F   Fuel
Sufficient / Pump On
H  Hatches & Harnesses
Secure

C  Carb Heat (prior to power reduction)        On
FINAL APPROACH CHECKS
C  Carb Heat
On

U  Undercarriage
Down

F  Fuel
Pump On

F  Flaps
Set For Landing
AFTER LANDING (when clear of runway)
Carb Heat
Off

Flaps
Retract

Fuel Pump
Off
Transponder
Off
Landing Light
Off

SHUT DOWN CHECKS
Brakes
On

Radios & Navaids
Off
Avionics Master
Off
Throttle.....................................................1000 rpm

Mixture
Idle Cut Off
Magnetos
Off - Key Out
All Electrical Switches
Off
Master Switch
Off

Fuel Timer
Stopped
Control Lock............................................Installed
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